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SPAWNING GRAVEL PER CITY OF
BELLEVUE REQUIREMENTS OR AS
DIRECTED BY THE ENGINEER

DUTILE IRON TAPPING TEE
MECHANICAL JOINT SLEEVE

INSTALLED ON ASBESTOS CEMENT PIPE,
CAST IRON PIPE AND DUCTILE IRON PIPE.

NOTES:

1. STAINLESS STEEL TAPPING TEES SHALL
HAVE FULL CIRCLE SEAL. BOLTS AND NUTS
SHALL BE STAINLESS STEEL.

|

LSPAWNNG GRAVEL PER CITY OF
BELLEVUE REQUIREMENTS OR AS
DIRECTED BY THE ENGINEER

STAINLESS STEEL OR STEEL
TAPPING TEE

STAINLESS STEEL TAPPING TEE

INSTALLED ON ASBESTOS CEMENT PIPE,
CAST IRON PIPE AND DUCTILE IRON
PIPE.

STEEL TAPPING TEE
INSTALLED ON DUCTILE IRON PIPE ONLY.

2. STEEL TAPPING TEES SHALL BE EPOXY
COATED. BOLTS AND NUTS SHALL BE A
COR—TEN, OR STAINLESS STEEL. SomiSl !

3. ALL TEES TO BE WATER TESTED BEFORE SRy Clty Of SEWER UTILITIES
TAP. 21V S

4. TAPPING TEE MAY BE SIZE ON SIZE. TAP THNe Bellevue
SHALL BE AT LEAST 2" SMALLER DIAMETER  f——m

THAN THE EXISTING SEWER MAIN.
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TAPPING TEES

FOR LAKELINE SEWER CONNECTION
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